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We’ve Reinvented - (E\Compliance
the Baby Changing . The new units have been designed

to meet a comprehensive range of

Station — Again. , e A ‘ , 7" — = : — | global accessibility requirements

Deep-drawn corners eliminate

Koala Kare combined our decades- the need for plastic cornering

long commitment to compliance
with our passion for accommodating
families to create our newest baby
changing stations. Thanks to direct

input from architects and end-users, | 7/ 1 s f Forward Reach
, . i | 5 - = When closed, the handles are below
we’'ve developed our most innovative 1 “ 487 (1219mm) and guide patrons to
products ever. _ \ : o operate the unit with less than 5lbs of
: : Stainless steel external force. The internal liner dispenser will
bag hook included be below 44" (1117mm).
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Exclusive
Craftsmanship

The KB310/KB311 line represents

Koala’s investment in unparalleled

e

Exclusive Microban®
antimicrobial protection
reassures patrons with the
promise of hygienic surfaces

craftsmanship. The one-piece, deep-

drawn, uniform grain stainless steel

Less .Than
27"(685mm)
i

components eliminate seams, sharp | = 1 v

edges and weld lines, and provide a MICROBf-\
| 9
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modern visual aesthetic. 1 [ T T A

. Protruding Objects
Thoughtful patron amenities enhance

Both the leading edge of the surface
\ mounted unit and the handles on the
a redesigned liner dispenser and a N horizontal unit, when open, fall below
: < o 27" (685mm), allowing for cane detection.
: The recessed unit when closed does not
a diaper bag off the floor. ) e protrude more than 4" (10Tmm).
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the end-user experience, and include

convenient bag hook for safely storing

30" (762mm) minimum
Knee Clearance Width

Integral frame offers
exceptional bed stability
with minimal deflection.

Handles are designed to

ensure ADA compliance

17" (431mm)
minimum

L2
[

Knee and Toe Clearance
KB310/311 Specifications Product Dimensions For wheelchair access, the space between
the handles provides more than 30” (762mm)
of width and the under side of the unit
is over 27" (685mm) above the finished
floor. The open unit provides more than
17" (431mm) of depth for toe clearance.
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KB310 and KB311 Baby Changing Stations

i‘ Stainless steel external
My bag hook included

with each unit.

KB310 Horizontal
Recessed

KB311 Vertical
Surface Mount

Warranty Information

Koala Kare warrants that baby changing stations will be
free from defects in material and workmanship under
normal use and service, with proper maintenance, for a

period of five (5) years.

Koala Kare Products
6982 S. Quentin Street
Centennial, CO 80112

Koalabear.com

A Division of Bobrick

KB310 Horizontal
Surface Mount

KB311 Vertical
Recessed

Maintenance

Koala Kare communicates directly with baby changing
station owners to help keep our products in good
working order. Our comprehensive maintenance

and replacement parts program is easy to access at
Koalabear.com/maintenance-matters and helps

owners keep their products clean and safe.

For more details, including technical
data sheets and ADA information, visit

koalabear.com/change
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