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*MC/TM

1 L240 mL 4 L

Available formats

Eko-Inox* is designed to clean, polish and protect factory finish on 
doors, window frames, wall protectors, appliances and other stainless 
steel surfaces. Eko-Inox* can be used with the help of a cloth. A fine 
protective layer will remain on the surface. This product can be used in 
food facilities.

Appearence .................................................................. Light amber liquid
Odor ....................................................................................................... Lemon
Viscosity (25 °C) ............................................................................. < 10 cPs
pH (25 °C) .......................................................................................... 6.7 - 8.3
Solubility ................................................................................ Water soluble
Specific gravity (25 °C) ........................................................ 1.015 - 1.035
Flammability ........................................................................ NonflammableFlammability ........................................................................ Nonflammable
Stability .............................................. Stable between 10 °C and 40 °C
Storage ................................................. Avoid frost and excessive heat
Biodegradability ................................................ Readily biodegradable

• Cleans, polishes and protects stainless steel surfaces
• Enhances brilliance
• Neutral pH

Physical and chemical properties

Avantages

Stainless steel cleaner

Eko-Inox*

Technical Data Sheet
#8785



Standard

01/30/2008 - 01/30/2020

Certificate Period

37998-4270

Certificate Number

UL 2759 - 2011 Standard for the Sustainability for Hard Surface Cleaners

ECP 07089

Project Number

Lalema Inc.
EKO-INOX, Nettoyant pour acier inoxydable

UL investigated representative samples of the identified Product(s) to the identified Standard(s) or other requirements in accordance with the agreements and any applicable program service terms in place between UL and the Certificate Holder (collectively “Agreement”). 
The Certificate Holder is authorized to use the UL Mark for the identified Product(s) manufactured at the production site(s) covered by the UL Test Report, in accordance with the terms of the Agreement. This Certificate is valid for the identified dates unless there is non-
compliance with the Agreement.
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