iech
Reference

Code: 166 - 168

Jumbo Toilet Tissue Dispenser

Code 166: White epoxy finish, 10” roll maximum
Code 166S: Stainless steel finish, 10” roll maximum
Code 168: White epoxy finish, 13” roll maximum
Code 168S; Stainless steel finish, 13” roll maximum

Overall dimensions in inches, (centimeters in brackets).
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Specifications

Site location: * Wall mounted single roll dispenser offers durability in an attractive all metal package.
Code 166 for locations where space and access is limited. Code 168 recommended for
minimal maintenance in high traffic areas.

Features: ¢ All steel construction offers maximum fire protection.
« Cover 22 ga crs epoxy finish (22 ga. SS on 166S & 168S), galvanized steel back.
» Keyed lock cover.
Roll types: » Code 166: roll diameters up to 10” with 2-1/4 to 3” spindle diameters
e Code 168: roll diameters up to 13” with 2-1/4 to 3” spindle diameters
Installation: e Code 166 recommended mounting height: lower mounting holes 48” (120) max., above

floor level. Mounting hole c-c dimensions 3-1/2” (8.9) high x 8” (20.3) wide. 3-1/2
e Code 168 recommended mounting height: lower mounting holes 48” (120) max., above
floor level. Mounting hole c-c dimensions 4” (10.1) high x 9”7 (22.8) wide.

Description and specifications applicable on date issued. Frost reserves the right to make improvements or changes without notice. Cat. No. 166-168 - 1E



