
 

TECHNICAL DATA 
pH (as is) ........................................................................................................................................................ 6.0 – 7.0 
Density (20°C) ...................................................................................................................................................... 1.07 
Colour .................................................................................................................................................................... Clear 
Fragrance ................................................................................................................................................. Sulfur odour 
Biodegradability ........................................................................................................................................... Complete 
Freezing Stability ............................................................................................................................................... Stable 
Degradability determined in accordance with OECD no. 301D. 
 
 
INSTRUCTIONS:  
For the best results apply to a dry surface. 
1. Cover the surface with IRON-OX and let the product work for 5 minutes. 
2. Scrub the surface with a brush or sponge. Always use the same brush or sponge with IRON-OX.  
4. Thoroughly rinse the surface and other materials used for cleaning. 

IRON-OX 
Wheel and rust cleaner 

DESCRIPTION 
IRON-OX is effective and safe for use on car paint, exterior plastics, aluminum, 
chrome, and rims. Do not use on fabrics or inside car. IRON-OX sprays on as a 
transparent liquid. As the cleansing liquid begins to work, the formula begins to 
turn bright red. Powerful, acid-free and pH balanced. 

 

ADVANTAGES  
 

1. Removes iron particles on rims, chromes and deep cleans quickly. 
2. Does not affect delicate surfaces unlike acids. 

  


