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*MC/TM

Appearence ...................................................................................... Blue liquid
Odor ........................................................................................................... Mango
Viscosity (25 °C) ................................................................................. < 10 cPs
pH (25 °C) .............................................................................................. 7.0 - 8.5
Solubility ..................................................................................... Water soluble
Specific gravity (25 °C) ........................................................... 1.005 - 1.025
Flammability ............................................................................ NonflammableFlammability ............................................................................ Nonflammable
Stability .................................................. Stable between 10 °C and 40 °C
Storage ..................................................... Avoid frost and excessive heat

• Powerful and effective
• Extremely polyvalent 
• Space, cost and time saving
• Waste reduction
• Simplify training and processes

Solokleen* is a high performance all-purpose cleaner. It can be 
used with an autoscrubber, a vaporizer, a wet cloth, a mop or a 
sponge on all non-porous surfaces.

Physical and chemical properties

Advantages

High performance all-purpose cleaner
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Standard

08/09/2019 - 01/30/2020

Certificate Period

142842-4270

Certificate Number

UL 2759 - 2011 Standard for the Sustainability for Hard Surface Cleaners

4789021787

Project Number

Lalema Inc.
SOLOKLEEN

UL investigated representative samples of the identified Product(s) to the identified Standard(s) or other requirements in accordance with the agreements and any applicable program service terms in place between UL and the Certificate Holder (collectively “Agreement”). 
The Certificate Holder is authorized to use the UL Mark for the identified Product(s) manufactured at the production site(s) covered by the UL Test Report, in accordance with the terms of the Agreement. This Certificate is valid for the identified dates unless there is non-
compliance with the Agreement.
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